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Everything is possible – with RENOLIT REFACE

Embellish buildings with a new finish by refurbishing the facade – that’s the idea behind the high-performance film RENOLIT 

REFACE. Property owners benefit in three ways: An extensive, complete refurbishment becomes unnecessary; they can look 

forward to a long-term value preservation; and they will be delighted about the attractive new exterior of their building. 

With RENOLIT REFACE, buildings are given an appealing makeover, and the refurbished facade retains its optics much longer.  

The innovative, self-adhesive multilayer films from RENOLIT are a fast, cost-efficient, and permanent way to freshen up   

building envelopes. The weather-proof film covers facades or facade elements made of metal and HPL like a second skin, 

adorning them with new splendor. 

By the way: RENOLIT REFACE scores in terms of sustainability, as well. Property owners spare themselves more than just 

repeated facade coatings, as a complete renovation becomes unnecessary. Used metal sheets don’t have to be disposed of 

and new ones don’t have to be produced.
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REFACE

Advantages 



FUNCTIONAL

VERSATILE

SUSTAINABLE

EASY TO CLEAN

ECONOMICAL 

EASY TO APPLY 

UV AND WEATHERING 
RESISTANT 

With a film width of up to 1.5 meters, RENOLIT REFACE is perfectly dimensioned for almost all facade formats. 

The high performance film is highly fire-resistantt, while the satin-embossed, structured top layer can also 

smoothen out slightly uneven surfaces. And opposed to paint finishes, films have a consistent thickness. 

A broad range of colours means that the appearance of a building can be completely changed. In addition,  

the plotter compatibility of RENOLIT REFACE generates endless design opportunities. 

Thanks to our Air Release Technology, RENOLIT REFACE can be applied bubble-free in one step. As a result of its 

low weight, the film is easy to apply in situ.

Simple cleaning and excellent weathering resistance result in consistently low maintenance costs. Naturally, 

 RENOLIT REFACE is free of solvents. Because the facade panels can be reused, significantly fewer materials  

are required. 

The film‘s dirt-repellant PVDF surface simplifies cleaning because it hinders the adherence of dirt (Easy to Clean). 

Even graffiti can be easily removed.

Renovations with RENOLIT REFACE are about 50% cheaper than exchanging facade panels. In addition, the film‘s 

durability and simple cleaning further reduce overall costs. 

The film’s transparent acrylate protective coating and high-quality pigments provide RENOLIT REFACE with  

a weathering resistance of at least ten years. 



BEFORE

REFERENCE

Economical

The owner of the property at the corner of Wilmersdorfer Straße/Schillerstraße in Berlin has decided to 

renovate the facade, adapting it to the new look of the area surrounding it. Norenz Foliensysteme,  

a certified processor of RENOLIT, advised the owner to choose RENOLIT REFACE. “The facade was worn 

and was to be refurbished as cost-efficiently as possible, at the same time focusing on optimal quality 

and visual appearance” said CEO  Andreas Norenz. Colour was of great importance, too: “Colour revives 

a building – a facade is the business card of any building. The customer chose the colours Anthracite 

Grey, Signal White, and Traffic Grey.“ A raddled facade has successfully been transformed into a visual 

highlight, directly facing the Wilmersdorfer Arcaden. 

“The refurbishment of the dated 
facade was to be cost-efficient  
and at the same time exhibiting 
eminent quality, as well as having  
a high visual appeal.”



AFTER

Berlin, Wilmersdorfer Straße – site of the first pedestrian area  

of the capital, but the appeal of past decades has faded. At the 

turn of the century, it has been decided to restore some of  

the former glory to the street. The building has been revitalized 

to boost its attractiveness for potential new tenants. 



BEFORE

REFERENCE

Sustainable

In cooperation with French star designer, Ora Ito, and the globally active concept artist, Daniel Buren, 

Euragone Investment Management intended to equip the hotel with a singular, unique look. For this 

end, the facade was adorned with black and white stripes, a trademark of Daniel Buren. The colour  

and the semi-gloss finish of the high-performance film providing the building with an innovative, 

 stylish look were simply amazing. All project partners were enthusiastic about the newly designed 

facade and decided to use the film for the decoration of the foyer and hotel corridors as well. Thanks  

to the broad colour range, the blue shade applied to the facade was a perfect match to complement  

the interior design.

“We were able to contribute  
another visual highlight to this 
already diverse and modern city.”



AFTER

Paris, 15th Arrondissement, near the Eiffel Tower and right on the 

Seine – here the new YOOMA hotel has opened its doors in June 2017. 

The facade and interior were to acquire new high-quality looks, and 

they should, as well, underline the  creative touch of the building. 



REFERENCE

Functional

When the architect designed the gymnasium, he not only considered solid and multi colour – but he 

also thought the facility could do a little extra by including images of athletes on the facade as well. 

It became apparent that not just the filigree images presented a particular challenge, but also the 

surface of the HPL panels which required a special adhesive. The surface was roughened and treated 

with a bonding agent, so that the film would develop the necessary bonding. The sports images were 

plotted, which means they were cut out of the film with a computer-controlled cutting plotter, and 

afterwards applied on to the facade. The plotter reads the vector graphic with millimeter accuracy 

and transports the information to the cutter. 

“In view of the challenging facade 
design featuring sports images,  
the plotting capacity of the film  
was a requirement.” 



AFTER

Lübeck – site of the Falkenfeld elementary school and  gymnasium.  

To make its purpose apparent from the outside, images of  athletes 

were applied to the facade. The dynamic motifs were cut out from  

the film with a cutting plotter. 



BEFORE

REFERENCE

Easy to apply 

The company wished to adapt the existing building to the muted anthracite of the new building, 

 including aluminum mullions and transoms. These parts tend to oxidize and have stained over the 

years. The aim was not just to adapt the colours of the facades, but to protect the components as well. 

When processing the film, only the parts where film was applied needed cleaning. Other prep work 

could be omitted as well, creating a significant cost advantage. Processing the film for this small-scale 

building provided an advantage, too. Given that the acrylic adhesive takes 24 hours to fully bond, the  

film could easily be removed from the substrate to adjust the edge contours.

“Processing of the film  
was fast and easy  
because only relevant parts  
needed to be cleaned.” 



AFTER

Ratingen – this is where the global producer of frozen foods, Farmersland, 

has established its European headquarters. To extend its capacities, a new, 

identical administrative compound has been erected right next to  

a building constructed in 1995. To disguise 20 years of difference in age,  

a simple solution was needed. 



“The new facade is so brilliant, 
I’m being asked over again if the 
building is new.”

BEFORE

REFERENCE

UV and  
weathering 
 resistant 

The owner and advertising engineer, Frank Zurmühlen, wanted to refurbish the blue painted  metal  

 facade of his company’s building. When examining solutions, his attention was attracted by 

high-performance films with a ten-year guarantee. The head office was to be a sample object for  

the new film, and he applied it with his own team. During an on-site training, our employees applied 

the first sections of film, demonstrating to the processors, on the customer side, how the film  

was to be applied. Since November 2015, the building shines with a trendy anthracite. Two years 

later, Mr. Zurmühlen is still enthusiastic about the result: “The film is colourfast, easy to clean, and 

completely weather resistant.”



AFTER

Vaihingen industrial park – the large building with the luminous,  

anthracite facade is a real eye catcher. It’s the headquarters  

of Trend Werbesysteme, who had been looking for an alternative  

to a conventional facade refurbishment.



REFERENCE

Easy to clean

The owner of the building had the sheet-metal cassettes with light gray coating cleaned regularly. As 

the facade roughened up over time, it had to be cleaned more and more often. To minimize expenses, 

the facade was to be renovated – with three prerequisites: The colour determined by the architect 

needed to be retained, and renovating costs as well as cleaning expenses were to be kept as low as 

possible. The large colour palette of RENOLIT REFACE provided the desired tone of gray. The film 

 generally met all expectations. Due to its low surface tension, the top layer made of polyvinylidene 

fluoride (PVDF) protects the film against dirt and chemicals and functions like non-stick coating. 

“Due to the dirt-repellant surface, 
the facade needs less cleaning,  
reducing costs significantly.” 



AFTER

Eindhoven – with its slanted facades at the front and back, as well  

as its large  window area, the administrative building is an architectural  

eye catcher. To make it stay that way, the facade had been cleaned  

regularly – which had left its mark, too. With RENOLIT REFACE,  

cleaning intervals can be considerably reduced, preserving the facade. 



REFERENCE

Versatile

The company colour is an important part of the entire presence of CLAAS and should be featured on 

the factory hall as well. With RENOLIT REFACE, the corporate colour could be applied easily to the 

facade as well. Thanks to the colours specifically produced for the customer, and the possibility of 

plotting the film in almost any desired form, the tailor-made solution was easy to realize. The film has 

a service life of at least 10 years with lasting weather and UV-resistance, as well as, colour-fastness. 

This turns the facade into a long-term advertising media, promoting the brand value in an elegant and 

cost-efficient way. 

“The desire to design the facade 
with our corporate identity colour 
Seed Green was realized.”



AFTER

Hockenheim – site of the factory hall of the inter national  

agricultural machinery corporation CLAAS. To associate  

the factory at first glance with the company, it received  

finishing touches in the corporate colours. 



RENOLIT 
REFACE

Processing

Easy to apply: RENOLIT REFACE

Do you place importance on easy and fast processing, effortless cleaning, and a long service life?  

Then RENOLIT REFACE is your film of choice. The high-quality multilayer film can be directly  applied 

on to facade elements, even during windy conditions. The lightweight film protects the substrate  

and  compensates small irregularities. RENOLIT REFACE is flexible enough to bend around edges.  

The “Air Release Technology” prevents bubbles, and small processing mistakes can be adjusted as the 

film can be repositioned.



01 04

02 05

03 06

BASIC CLEANING
Remove any colour or dirt particles. Don’t apply the 

film over screws, and fill indentations with putty. If 

possible, remove any silicone seals. Treat the substrate 

with a cleaning agent or isopropanol, wipe again, and 

let dry completely. 

TRIMMING 
Use only new, strong, and high-quality blades. When 

cutting the edges, position the blade at a 45° angle  

to the surface. Don’t cut into the substrate. Cut out 

any required holes. Where necessary, trim contours 

and edges. 

PREPARATION
Roughly cut out the desired format. Pay attention,  

as the film is always applied in the same direction.  

To avoid overlaps or for edge-to-edge bonding  

(English Cut) add 5 cm. Pre-treat areas smaller than 

10 mm with a primer. Areas smaller than 5 mm  

cannot be processed. 

FINAL CLEANING
After the application, the entire surface has to be 

wiped with water containing a little detergent to 

remove fingerprints and other traces.

APPLICATION
Remove liner from the upper edge, position the film,  

and paste it slightly. Remove backing and wipe the 

film with a felt squeegee. Apply the film  lightly on  

to the substrate without pressure, then squeegee 

again, now applying pressure both on areas and edges. 

 Remove bubbles by squeegeeing to the side.

FINISHED FACADE 
After the application of RENOLIT REFACE multilayer 

film, the facade of the building will shine in brilliant 

new colours. 
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Information

Roll length: 50 rm

Roll width: 1,300 mm

Film strength: 160 μ 

Roll weight: 25 kg

Minimum quantity: 65 m2, available colours 

(custom colours available from 400 m2)

PVDF COATING: Easy to clean, anti-graffiti

PMMA (ACRYLATE) COATING: UV resistant

VINYL-BASIC FILM: Colour 

ACRYLIC ADHESIVE: With “Air Release Technology”

PROTECTIVE COATING: Will be removed during application



Scan QR code to learn more. 

www.renolit-reface.com

SURFACE WITH RENOLIT REFACE SURFACE WITH POWDER COATING

The microscopic image, magnified 50 times, demonstrates the surface roughness and its impact on improved 

cleanability of RENOLIT REFACE facade film, compared to powder coating. 

HIGH-QUALITY MULTILAYER FILM
RENOLIT REFACE has been developed and designed specifically for the refurbishment  

and decoration of untreated, coated, and anodized surfaces. With a strong adhesive force  

on smooth substrates like metal and HPL, the multilayer film is an optimal alternative  

to coating. Every object is tested regarding surface adhesion and adhesion force ahead of 

project start. 

WEATHERING RESISTANCE AND GUARANTEE
The film is rated for weather resistance for at least 10 years. This increases the service life 

of the facade and reduces maintenance expenses significantly. If processing guidelines are 

observed, RENOLIT warrants a special guarantee of at least 10 years. 

FIRE CHARACTERISTICS
The facade films are flame retardant, meeting the requirements of EN 13501-1 according  

to SBI test in class C d0 s1.



RENOLIT SE
Horchheimer Str. 50
67547 Worms
Germany

Phone: +49.6233.321.1417
Fax: +49.6233.321.1630
contact@renolit.com
www.renolit-reface.de

Follow us on  
Facebook and LinkedIn

Stationsstraat 76
6515 AB Nijmegen
T 024 360 71 07
E info@scholtensign.nl

www.scholtensign.nl




